
Description . . . . . . . . Rechargeable, Lithium-Ion, (Carbon/Lithiated Metal Oxide) Battery 

           with “State of Charge Display”. 

National Stock Number . . . . . . 6140-01-493-8092             

For Use In . . . . . . . . AN/PRM-34 Radio Set, AN/PRS-7 Mine Detector.                                        

Replacement for . . . . . . . BA-5847/U Lithium Sulfur Dioxide Battery. 

Nominal Dimensions . . . . . . Length:      2.55 in       (65 mm) 

           Width:       1.500 in      (38 mm) 

           Height:       3.750 in      (95 mm) 

Nominal Weight . . . . . . . 17.0 oz   (482 g) 

Maximum Voltage . . . . . . . 8.2 V 

Nominal Voltage . . . . . . . 7.2 V 

Cutoff Voltage . . . . . . . . 4.0 V 

Nominal Capacity . . . . . . . 3.6 Ah @ 1.8 A 

Connector . . . . . . . . Flat contacts and female socket per MIL-B-18E.  

Operating Temperature Range . . . . -20ºC to +55ºC (-4ºF to +131ºF) 

Storage Temperature Range . . . . . -20ºC to +55ºC (-4ºF to +131ºF) 

Case Material  & Color. . . . . . . Modified ABS plastic, Olive Drab #34088 with Yellow printing. 

Recommended Chargers . . . . . PP-8444A/U, PP-8481A/U (COTM), PP-8498/U (SPC). 

Alternate Charge . . . . . . . Charge at constant voltage 8.20 V, 4 A max. for 4 Hr.      

Disposal . . . . . . . .      . Environmentally Safe - Contains Zero (0)% Mercury or Cadmium.               

           Check with local regulations for proper disposal.  

Packaging. . . . . . . . . Unit box 1 per, Master box 64 per 

           Weight: 76 lb (34.54Kg); Cubes .70ft3 (.019m3) 

BB-2847A/U 
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